   ED , CENTRAL , DATA CENTRAL (TOP ROUTER )
PRIMARI 2 ROUTER CLINIC10, EST TWO (ROUTER LEFT ONLY ONE 
PRIM 1 HOSPITAL 1 EAST ROUTER (RIGHT SIDE LEFT ROUT)
HIGH SCOL , HOSPIT 2 , WERST ROUTER (SAMT RAST RAST )
NET 1 -DIST 1 NET ONE SWITCH (SWICH TOP MOSALLAS )
FL1 SWITCH (SAMT CHAP MOSALAS PAIIN , ACC1 BLAG 1 )
FL2 (SAMT RAST PAIIN SWICH ) BLAG 2 ACC2
CLIN 2 (DOWIN PC AZ SAMT CHAP , PCB (DESCT/COMMAND PORT )
CLIN 1 (AVALI AVALI CHAP), H1-1 avali az seri dovom pc chap gate way 10.1
0.1

                                     rou (data -ed , cent )


   rou(clin10 ,prim , es2)  /   rou (es , hosp1, pri1)               rou (highs , hosp2 , w )

                                                     sw (data, net 1, dist 1)
                                   sw(acc1, fl 1, bld1)           sw (bld2,fl2acc2) 
 pc (a , clin1,e21)    pc(pcb , clin2, e22)       /pc (e 1.h11)pcm) 

Ed_Dept Router:DataCenter Router:Central Router:

en
conf ter
ip route 0.0.0.0 0.0.0.0 s0/1/0
ipv6 unicast-routing
ipv6 route ::/0 s0/1/0
router eigrp 99
network 192.168.100.8 0.0.0.3
network 192.168.100.20 0.0.0.3
eigrp router-id 1.1.1.1
exit
ipv6 router eigrp 99
eigrp router-id 1.1.1.1
no shutdown 
exit 

int s0/0/0
ipv6 eigrp 99

int s0/0/1
ipv6 eigrp 99
exit

int s0/1/0
ipv6 eigrp 99
exit

int s0/0/0
bandwidth 2000
exit

int s0/0/1
bandwidth 2000
exit

router eigrp 99
redistribute static 
exit
ipv6 router eigrp 99
redistribute static 


....
Primary-2 Router:East-2 Router:Clinic_10 Router:
en
conf ter
ip route 0.0.0.0 0.0.0.0 s0/0/0
int g0/0
standby 1 ip 10.1.0.1
standby version 2




......
Primary-1 Router   Hospital_1 Router:   East Router:

en
conf ter
router eigrp 99
network 10.1.0.0 0.0.0.255
network 192.168.100.8 0.0.0.3
network 192.168.100.32 0.0.0.3
eigrp router-id 2.2.2.2
exit
ipv6 unicast-routing 
ipv6 router eigrp 99
eigrp router-id 2.2.2.2
no shutdown 
exit
int s0/0/1
ipv6 eigrp 99
int s0/0/0
ipv6 eigrp 99
int g0/0
ipv6 eigrp 99
exit

int s0/0/0
bandwidth 2000
exit
router eigrp 99
passive-interface g0/0
exit

int g0/0
standby 1 ip 10.1.0.1
standby 1 preempt 
standby 1 priority 150
standby version 2
....

High_School Router  West Router:Hospital_2 Router:


en
conf ter
router eigrp 99
network 10.10.0.0 0.0.0.255
network 10.15.0.0 0.0.0.255
network 10.20.0.0 0.0.0.255
network 192.168.100.20 0.0.0.3
network 192.168.100.32 0.0.0.3
eigrp router-id 3.3.3.3
exit

ipv6 unicast-routing 
ipv6 router eigrp 99
eigrp router-id 3.3.3.3
no shutdown 
exit
int g0/0.10
ipv6 eigrp 99
int g0/0.15
ipv6 eigrp 99
int g0/0.20
ipv6 eigrp 99
exit

int s0/0/0
ipv6 eigrp 99
int s0/0/1
ipv6 eigrp 99
int s0/1/0
ipv6 eigrp 99
exit
int s0/0/1
bandwidth 2000
exit

router eigrp 99
passive-interface g0/0.10
passive-interface g0/0.15
passive-interface g0/0.20
exit
int g0/0
no sh
......
Dist-1 Switch Net_1 Switch:Bldg-1 Switch:

en
conf ter
int range f0/3-4
channel-group 1 mode active 
int range f0/5-6	
channel-group 2 mode active
exit
int g0/1
no shutdown

int g0/1
switchport mode trunk 
switchport trunk native vlan 99
int g0/1
switchport nonegotiate 

int range f0/3-4
switchport mode trunk 
switchport trunk native vlan 99
int port-channel 1
switchport mode trunk 
switchport trunk native vlan 99
switchport nonegotiate 

int range f0/5-6
switchport mode trunk 
switchport trunk native vlan 99
int port-channel 2
switchport mode trunk 
switchport trunk native vlan 99
switchport nonegotiate 
exit

vtp mode server 
vtp domain TownEd
vtp password TWE_123!
vtp version 2

spanning-tree mode rapid-pvst 
spanning-tree vlan 10,15,20 priority 24576

Acc-1 Switch:

en
conf ter
int range f0/3-4
channel-group 1 mode active 
int range f0/1-2
channel-group 3 mode active 
exit

int range f0/3-4
switchport mode trunk 
switchport trunk native vlan 99
int port-channel 1
switchport mode trunk 
switchport trunk native vlan 99
switchport nonegotiate 
int range f0/1-2
switchport mode trunk 
switchport trunk native vlan 99
int port-channel 3
switchport mode trunk
switchport trunk native vlan 99
switchport nonegotiate 
exit

vtp mode client 
vtp domain TownEd
vtp password TWE_123!
vtp version 2
spanning-tree mode rapid-pvst 
int range f0/10-24
spanning-tree bpduguard enable 
spanning-tree portfast

Acc-2 Switch

en
conf ter
int range f0/5-6
channel-group 2 mode active 

int range f0/1-2
channel-group 3 mode active 
exit

int range f0/5-6
switchport mode trunk 
switchport trunk native vlan 99

int port-channel 2
switchport mode trunk 
switchport trunk native vlan 99
switchport nonegotiate 
int range f0/1-2
switchport mode trunk 
switchport trunk native vlan 99

int port-channel 3
switchport mode trunk 
switchport trunk native vlan 99
switchport nonegotiate 
exit

vtp mode client 
vtp domain TownEd
vtp password TWE_123!

spanning-tree mode rapid-pvst 
spanning-tree vlan 10,15,20 priority 28672



pcb 
dest/comm p 

Enter telnet 2001:DB8:E::1
- Authenticate your Telnet session with the password cisco.
- Move to privileged EXEC mode using the password admin.

C:\>telnet 2001:DB8:E::1
cisco
en
admin
conf ter
int g0/0
no sh


Additional Default Gateway IP: 10.1.0.1 for PCs PC-A & PC-M
Gateway IP address: 10.1.0.1
      